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PRODUCT FEATURES
• Constructed of fire-retardant materials.

• Light weight, high strength.

• Molded-in unistrut, or star insert eliminates 
the need for precise unit positioning.

• Has greater tensile and compression strength
than concrete.

• Exceptional resistance to weathering 
and chemicals.

• Will not absorb moisture. Unaffected by 
freeze/thaw cycles.

• For single phase and three phase 
pad mount transformers.

Fiberglass/Polymer Concrete Flat Pad
PBP Series
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Model Number: Length Width Depth Opening

PBP 40-53-04-1227 40 53 04 12 x 27

PBP 42-42-03-1225 42 42 03 12 x 25

PBP 42-42-03-1227 42 42 03 12 x 27

PBP 42-42-04-1225 42 42 04 12 x 25

PBP 42-48-03-1225 42 48 03 12 x 25

PBP 42-42-04-1227 42 42 04 12 x 27

PBP 42-48-04-1225 42 48 04 12 x 25

PBP 44-56-03-1326 44 56 03 13 x 26

PBP 44-56-04-1326 44 56 04 13 x 26

PBP 44-57-04-1529 44 57 04 15 x 29

PBP 48-48-04-1225 48 48 04 12 x 25

PBP 59-86-04-1636 86 59 04 16 x 36

PBP 72-72-04-1548 72 72 04 15 x 48

Custom sizes and opening available upon request.
Highline Products has a complete line of Fiberglass Box Pads and Equipment Pads. Please see our other catalog or visit us on the web for these products.


